	Regional Model VMT & Screenline Volume

	Model Scenario
	Regional VMT
	Screenline
(I Street Bridge + Tower Bridge + Pioneer Bridge + New Bridge)
	PM Peak Period Lane Miles of Congestion

within Study Area

	
	VMT
	VMT Change

[2035 Plus Project] –
[2035 No Project]
	Volume
	Volume Change

[2035 Plus Project] –
[2035 No Project]
	# of Lanes
	

	2005 Conditions
	55,252,262
	N/A
	190,451
	N/A
	14
	181.4

	2035 No Project Conditions (1)
	84,126,973
	N/A
	289,820
	N/A
	14
	361.5

	2035 Plus Project Conditions – Richards Blvd
	84,031,216
	-95,757
	305,910
	16,090
	16
	359.5

	2035 Plus Project Conditions – C Street
	84,036,050
	-90,923
	295,610
	5,790
	16
	357.8

	2035 Plus Project Conditions – R Street
	84,036,677
	-90,296
	301,180
	11,360
	16
	356.2

	2035 Plus Project Conditions – Broadway
	84,044,530
	-82,443
	303,220
	13,400
	16
	363.4

	2035 Plus Project Conditions – Marina View Dr
	84,034,092
	-92,881
	301,660
	11,840
	16
	354.0

	2035 Plus Project Conditions – Sutterville Rd
	84,034,142
	-92,831
	311,750
	21,930
	16
	346.9

	Note:

1. Results also representative of I Street and Tower Bridge locations where no new vehicle lanes would be added.
Source: Fehr & Peers, 2010


